THE MEASURED PERFORMANCE OF A 170 GHz REMOTE STEERING LAUNCHER

by

C.P. MOELLER and K. TAKAHASHI

SEPTEMBER 2002
This report was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor any agency thereof, nor any of their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or any agency thereof. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or any agency thereof.
THE MEASURED PERFORMANCE OF A 170 GHz REMOTE STEERING LAUNCHER

by

C.P. MOELLER and K. TAKAHASHI†

†Japan Atomic Energy Research Institute

This is a preprint of an invited paper to be presented at the Twenty-Seventh International Conference on Infrared and Millimeter Waves, September 22–26, 2002, San Diego, California, and to be published in the Proceedings.

Work supported by
the U.S. Department of Energy under
Contract No. DE-AC03-98ER54411

GENERAL ATOMICS PROJECT 30007
SEPTEMBER 2002
The Measured Performance of a 170 GHz Remote Steering Launcher

C.P. Moeller and K.Takahashi

General Atomics, San Diego, California 92186-5608, USA
a Japan Atomic Energy Research Institute, Naka, Ibaraki 311-0193, Japan

The remote steering mechanism [1–3] has been shown in several low power experiments [4,2] to work as predicted with the rf magnetic field (H) in the plane of steering. The results with the electric field (E) in the plane of steering did not show as large a useful steering range as with the orthogonal polarization, contrary to the basic theory. This theory [1] assumes, however, that the square or rectangular corrugated waveguide propagates ideal HE_{n1} modes independent of polarization. Since higher order HE_{n1} modes are only excited in the plane of steering, and those modes are much more sensitive to the corrugation depth and surface flatness with E perpendicular to the corrugated surface, it seemed likely that the details of the corrugations are the source of the behavior. We therefore have implemented a method to produce, even in copper, highly reproducible corrugations.

In the present work, we describe the results of measurements made using square waveguide of inside dimension 45.7 mm having all four walls corrugated with a 0.66 mm pitch and with a variation in corrugation depth of < ±0.006 mm. This waveguide is made of copper and is vacuum tight, so that it can be used at high peak and average power. Low power measurements of steering with a waveguide run 4.644 m long show a very large fraction of power radiated at the intended angle up to 13° for either polarization, as shown in Figs. 1 and 2. This compares well for either polarization with the prediction of the basic theory, which is shown in Fig. 3.

We have shown that for a sufficiently precise corrugation geometry at the shortest wavelength currently available at the megawatt power level, remote steering works for either polarization up to the largest angle the theory predicts will be usable. This has also been shown recently at 158 GHz [5].

This waveguide will also be tested under vacuum at high peak and average power later this year.

ACKNOWLEDGMENT

This work was performed under contract DE-AC03-98ER-54411 with the U.S. Department of Energy.

REFERENCES

[1] C.P. Moeller, Conference Digest of the 23rd International Conference on Infrared and

![Fig. 1. Measured H-plane steering far field radiation patterns at 170 GHz. P1(\(\phi\)) is the integral of power between the first nulls around \(\phi\) and Ptot is the integral of power from –22° to 22°. \(\phi\) is the incident angle of input beam.](image)
Millimeter Waves, 7-11 September 1998, University of Essex, Colchester, Essex, United Kingdom, p. 116-118.


Fig. 2. Measured E-plane steering far field radiation patterns at 170 GHz. $P_5(\phi)$ is the integral of power from $-5^\circ$ to $5^\circ$ and $P_{tot}(\phi)$ is the integral of power from $-22^\circ$ to $22^\circ$. Total length of $45.7\times45.7$ mm corrugated waveguide is 4644 mm.

Fig. 3. Calculated far field radiation patterns at 170 GHz. $P_5(\phi)$ is the integral of power from $-5^\circ$ to $5^\circ$ and $P_{tot}$ is the integral of power from $-22^\circ$ to $22^\circ$. Calculation assumes $L=464.4$ cm, $b=4.5778$ cm, and $cm=1.802$ inches.